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High Performance Quartz Surfacing 

for your commercial or residential

floor, wall & countertop applications.   

Distributed By:

Terrazzo & Marble Supply Companies

Natural Stone      Quartz Surfacing      Terrazzo
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g Technistone® is a quartz and stone

compilation which combines 

93% quartz, granite or recycled

mirrored or glass chips with 7%

proprietary resin and pigments.  

By combining the desirable 

qualities of both a natural stone

and solid surface,Technistone®'s

depth, character and unusual 

clarity provide consistency of 

color with extraordinary strength. 

Technistone® is the next 

generation in flooring, countertop 

and vertical applications.

Residential Applications

Common residential applications
can  include flooring and wall
cladding, stairs, sills, kitchen 
countertops and islands, 
table tops, bathroom vanities 
and fireplace surrounds.

Commercial Applications

Potential commercial environments 
for Technistone® include airports,

hospital lobbies and corridors,
shopping centers, office buildings,

banks, hotels, schools, government
buildings, restaurants, entertainment

clubs and other high traffic areas.

Manufacturer’s Warranty
Slabs: Technistone® slabs are warranted for a period of 10
years from the date of installation to be free of manufacturing
defects in residential interior applications.

While Technistone® is heat resistant under normal cooking
conditions, extreme heat may affect the beauty of any quartz
surface. Technistone® recommends the use of trivets for
roasting pans, skillets and electronic countertop cooking
devices. Damage caused by negligence, abuse or extreme heat
is not covered under warranty.

Tiles: Technistone® tiles are warranted to be free of any
manufacturing defects for a period of one year from date of
installation in interior applications. 

Normal wear of the product based on specific use, traffic and
maintenance methods are to be expected and are not covered
by this warranty. This warranty is limited solely to
replacement of material only.

All claims regarding warranted products must be addressed 
in writing to Technistone USA, Inc. and Terrazzo & Marble
Supply Companies. Technistone® is made with natural stone
products and shade variation is inherent. Claims concerning
obvious defects, specifications and or shade variation must 
be made before installation or fabrication.  Installation or
fabrication of the product constitutes acceptance of the
Technistone® product/specification.  

Technistone USA will not be responsible for any problems
related to installation and/or maintenance.  No claims will be
accepted if product is used for exterior purposes.
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Distinctive Qualities of Technistone
Design Flexibility — Technistone® provides a more uniform
and consistent color within a production cycle, eliminating the
problem of conflicting grains, veins and "movement" inherent
with natural stone.

Hassle-Free Performance — While the beauty of natural stone
is better maintained by occasional care, engineered stone
requires minimal maintenance and the polished finish does not
require the need for a sealer. With routine care, the radiant look
and appearance will last for many years.

Quality — Technistone® has .03% water absorption and is thus
stain resistant. It is durable, resilient and will 
provide you years of worry-free use.
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Care & Use
Provided that Technistone® has an extremely low absorption
rate, any residue on the surface appearing as a stain typically
remains topical. Topical stains are easily removed with a white 
non-abrasive scrubbing pad and a neutral pH balanced cleaner
such as TM Neutral Cleaner #107, Terroxy® Terra Clean or
Stonetech All Purpose Stone & Tile Cleaner.

Characteristics Technistone Solid Surface Granite

Heat 
Resistant

Scratch
Resistant*

High-Gloss
Shine

Satin 
Resistant

Color
Consistency

Chemical
Resistant

Property Typical Result Test Procedure

Thermal Shock Passes ASTM C-484

Breaking Strength* 1,309 lbs ASTM C-448

Compression Strength 24,503 psi ASTM C-170

Abrasion Resistance 60+ ASTM C-241

Thermal Expansion 1.2 x 10-5 ASTM C-531

De-Icing No Effect ASTM C-672

Flame Spread 10 ASTM E-84

Smoke Developed 115 ASTM E-84

Freeze-Thaw Cycles Passes ASTM C-1026

Mohs Hardness*
Venetian & Starlight Series 6
All Others 7

Mohs’ Hardness Scale

Ultra Violet Light Resistance Passes ASTM G-23

Food Zone Compliance Passes NSF-51 Qualified

Property Test Procedure Technistone Marble Granite
Average Marble
Agglomerate

Flexural Strength* ASTM C-880 5,039 psi 2,300 psi 1,450 psi 2,000-4,000 psi

NTMA Impact Strength 2lb ball from 8’ Passes Fails Fails Varies

Abrasive Wear Index* ASTM C-501 200+ 15-90 100-250 40-70

Static Coefficient of Friction*
(dry/wet)
- Polished (generally stocked)

or  
- Honed (generally special order)

ASTM C-1028 Averages .6 and above Varies Varies Varies 

Water Absorption
(% by weight)*

ASTM C-97 0.03% 2-15% 0.02-1.0% 0.15-3.0%

Stain & Chemical Resistance ASTM C-650 No effect Stains Varies by color Stains

Dimensional Stability Gabrielli Apparatus Class 1 to 3 Class 1 to 3 Class 1 to 2 Class 1 to 3

Physical Characteristics

Comparative Performance

*Some test results may vary by material type. Physical characteristics reflect the range of results across all materials. 

Technical Data
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* The Starlight and Venetian series contain recycled mirror 
and glass which can be abraded with sharp or heavy objects.



Vibrant Color Palette
Standard Colors

Brown Pearl Crystal Almond
(plus 3cm Honed Slab)

Roman Gold Sahara Sand
(3cm Slab only)

Starlight Black

Starlight Green Starlight Grey Starlight Rose Starlight Ruby

Starlight
Sapphire

Starlight Sky Blue Starlight White

STANDARD COLORS - Sizes available: 3cm thick polished slabs, 12”x12”x3/8” and 16”x16”x3/8” polished tile unless denoted.
Inventory of all other sizes and finishes of the above colors are available by special order with an approximate 90-120 day lead
time. Call for availability.

STANDARD STARLIGHT COLORS - Black, White and Ruby also stocked in 2cm thick slabs.

Sonora

Venetian Night
(3cm Slab only)

Nordic

Blue Bahia Carthage Dakota Gobi Black 
(slab only)

Gobi Grey
(3cm Honed Slab only )

Impala GreyPalos Verde
(3cm Slab only)

Sandstone Starlight Emerald

Starlight Hudson
Blue (12” tile only)

Starlight Yellow

Accent Colors

ACCENT COLORS - Inventory  of the above colors, in both tile and slab, are available by special order with an approximate
90-120 day lead time.  Call for availability.

Venetian Dusk Venetian Day Venetian SunsetVenetian Midnight
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Finishes and Sizes

Material Size

Tiles (polished or honed)

Slab (polished finish in stock)
average: 55” x 120” 
coming soon:  62” x 120”

1cm thickness 
(by special
order)

2cm thickness
(call for
availability)

3cm thickness
(typically
stocked in
standard
colors.)

*12”x12”x3/8”
(actual 30cm x 30cm x 1cm)

*16”x16”x3/8”
(actual 40cm x 40cm x 1cm)

24” x 24” x 3/8” (60cm x 60cm x 1cm) tile
available by special order with an average
lead time of 90-120 days.  

Honed tile and slab available by special order
on non-stocked items.  (Crystal Almond and
Gobi Grey slabs are stocked in Honed 3cm
Thickness).

*all sizes are nominal.  Actual sizes are
indicated in centimeters (metric).  

Crystal White




